
JUNCTION BOX 
LOCATED WITHIN 12" 
[30cm] OF CABLE REEL 

(PROVIDED BY OTHERS)

INPUT POWER FOR CHANDELIER 
LIGHTS, 3 CONDUCTORS (18A MAX) 

UNLESS OTHERWISE SPECIFIED

SJ STYLE WIRE FROM CABLE REEL 
(PROVIDED BY DYNAPAC)

POWER CABLE TO CHANDELIER
(PROVIDED BY DYNAPAC)

CABLE REEL FIELD WIRING

DYNAPAC ROTATING CO.
SALT LAKE CITY, UTAH

X-08
THE INFORMATION CONTAINED IN THIS DRAWING
IS THE SOLE PROPERTY OF DYNAPAC ROTATING
CO, INC.  ANY REPRODUCTION IN PART OR AS 
A WHOLE WITHOUT THE WRITTEN PERMISSION OF
DYNAPAC ROTATING CO, INC. IS PROHIBITED.

        COPYRIGHT DYNAPAC ROTATING CO, INC.
                        ALL RIGHTS RESERVED

PROPRIETARY AND CONFIDENTIAL

NEXT ASSY

FINAL ASSY

APPLICATION

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES

            TOLERANCES:

FRACTIONAL         1/32

ANGULAR               2

                     .X      .125
                     .XX    .030
                     .XXX  .010
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Plain Carbon Steel
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